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Specifications:
Current Rating: 3.0A AC/DC

Contact Resistance:
Insulation Resistance:

20m ohm. max.
5,000M ohm. min.

Withstanding Voltage: 500V For One Minute
Operating Temperature Range: —40°C ~ +105C

Material and Finish
Insulator: Thermoplastic (UL94V-0)
Insulator Color: Blue
Contact: Copper Alloy
Plated: Gold Plated

T How To Order
0 805—XXXG1—A
~ o A — 1 row filled
ol ™ Blank — both rows filled
< D — DIP Type
él J S — Solder Type
¥ No. of Contacts
Solder Type
Pin No. | Dim.A| Dim.B [ Dim.C | | Pin No. | Dim.A | Dim.B | Dim.C
10 15.84| 24.06| 27.40 40 75.24| 83.46| 86.80
12 19.80| 28.02| 31.36 44 83.16] 91.38| 94.72 _
16 | 27.72| 35.94| 39.28|| 46 87.12| 9534 9868 Dim.A*0.10
20 35.64| 43.86| 47.20 50 95.04| 103.26| 106.60 3.96+0.05 0&096
24 4356| 51.78| 55.12 56 | 106.92| 115.14| 118.48 M
| I 26 4752| 55.74| 59.08 60 | 114.84| 123.06| 126.40 bbb BF
J J J J J 28 51.48| 59.70| 63.04 62 | 118.80| 127.02| 130.36
: L 30 55.44| 63.66| 67.00 64 | 122.76| 130.98| 134.32 PCB Lavout
o o 32 59.40| 67.62| 70.96 70 | 134.64| 142.86| 146.20
36 67.32| 75.54| 78.88 72 | 138.60| 146.82| 150.16
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