1 2 3 4 5
1.0%(n+1)+0.05 Specifications:
1.0%(n—1)+0.05 Current Rating: 0.5A AC,DC
Voltage Rating: 50V AC,DC
. 0..5040.01 ‘ 1.0020.05 ‘ ‘ i i 0.7040.05 Contact Resisitance: 20m ohm.Max
Dim.Bx0.10 Insulation Resisitance: 800M ohm.Min
o o Withstanding Voltage: 500V AC/Minute
3 © o Operating Temperature Range:—20°C ~ +85°C
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T— = — o I Material And Finish:
o Insulator: LCP (UL94V—-0)
~ Insulator Color: Ivory
© ! Dim.A ! Lock: LCP (UL94V-0)
Lock Color: Black
Dim.D - / Contact: Phosphor Bronze
‘ ) 3 ‘ Applicable Flat Cable Plated: Gold/Tin Plated
[ B 0 How To Order
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> 1:Gold Plated
n il 5:Tin Plated
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Dim.C 3 il
Section A—A Section B—B
Pin Dim.A | Dim.B | Dim.C | Dim.D Pin Dim.A | Dim.B | Dim.C | Dim.D Pin Dim.A | Dim.B | Dim.C | Dim.D gP §
2 1 3.15 7.2 9.1 14 13 15.15 19.2 21.1 26 25 27.15 31.2 3341 0 AEO7T0 > A
3 2 4.15 8.2 10.1 15 14 16.15 20.2 221 27 26 28.15 32.2 341 Lj ‘ = i@o 4O
4 3 5.15 9.2 111 16 15 17.15 21.2 231 28 27 29.15 33.2 351 ! | | | | | o~
5 4 6.15 10.2 12.1 17 16 18.15 22.2 241 29 28 30.15 34.2 36.1 i ﬁ@* -—&-
6 5 7.15 1.2 13.1 18 17 19.15 23.2 25.1 30 29 31.15 35.2 37.1 i
7 6 8.15 12.2 14.1 19 18 20.15 242 26.1 31 30 32.15 36.2 38.1 T
8 7 9.15 13.2 151 20 19 21.15 25.2 271 32 31 33.15 37.2 39.1
9 8 10.15 14.2 16.1 21 20 22.15 26.2 28.1 33 32 34.15 38.2 40.1
10 9 11.15 15.2 171 22 21 23.15 27.2 291 34 33 35.15 39.2 41.1 2 00+40.05
11 10 12.15 16.2 18.1 23 22 24.15 28.2 30.1 35 34 36.15 40.2 421 I
12 11 13.15 17.2 191 24 23 25.15 29.2 311
13 12 14.15 18.2 201 25 24 26.15 30.2 321 P.C.B Layout -
RoHS Compliant
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C UNIT: MM DESCRIPTION: SIZE
B JERRY SCALE: 141 1.0mm FPC ZIF R/A Bottom Contact Dip Type
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