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Technical Data:

Electrical

Pitch: 5.08mm

Nx5.08+2.54 Voltage rating: 300V
Current rating: 16 Amps
D oVNa Withstanding Voltage: 2500V AC(1min)
o W \e, Mechanical:
\\ ‘ )5 o S Operating femperature: -40°C to +105°C
i N N SL A S Soldering temperature
Va o Temperature= 250°C+10°C /5 seconds max
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I N W O D P S Safefy approvali 8.
K8 S RoHS Compliance
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N=Number of contacts PCB. LAYQUT Part No.:
OSTVFXX5051
Nx5.08 2.54 22.0
= L :%ﬁ No. of Poles COLOR
02 2 Poles 0: Black
ﬁﬂ 03 3Poles 2: Red
3: Orange
24 2L Poles L: Yellow
s 5: Green (Standard)
o Nonstandard colors 6: Blue
-1 Mins could apply 8: Grey
o
| | <
9.8 | 10.16
(N-1)x5.08 L4 | short Pin Copper Alloy Tin plated 1xN
3 | Long Pin Copper Alloy Tin plated 1xN
2 | Cover PA66-302%GF UL9LV 1
1 | Body PA66-30%GF UL9LV 1
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DWG,| DATE UNITS: MM SHEET: | 10F 1 Tolerance
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